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UNIVISO

1.0verview

UV600 is a compact mobile cellular transmitter that encodes high-quality video and
transmits over multiple network connections, which integrates broadcast level HEVC/AVC
video compression algorithm and intelligent multi-link aggregation technology, can be
widely used in remote news gathering, sports coverage, live event broadcasting, visual

telemedicine, emergency command, mobile monitoring and other fields.

By cooperating with Univiso server, UV600 can make full use of the 3G/4G/5G cellular
network, WiFi, Ethernet, satellite and other communication networks, to provide users

with cost-effective audio and video transmission solutions.

Key features:

B Built-in 3*4G and 3*5G modems, all-band antenna matrix, automatically access to the
mobile network.

Support 2160p30, 1920*1080, 1280*720, NTSC, PAL video source input, plug & play
Up to 16 audio channels.

Smart multi-links aggregation solution, up to 10 links.

Multi work mode: Live, lossless record and file transfer mode.

Provide HDMI/SDI loop out and video return with HD simultaneously.

Support lossless audio 8-channel input capture and SDI output.

Support RTMP, UDP-TS, SRT streaming protocol distribute from the Univiso server.
Support IFB and Tally for remote teamwork.

Support HEVC(H.265) and AVC(H.264) broadcast level encoding algorithm.

One-button boot up, remote configuration, built-in battery and support extend backup.

1.1 Range

This user manual is a Univiso technical document intended for technical maintenance

personnel, testers, and customers.

This document provides readers with a quick start and basic management guide,

including basic terminal functions, quick configuration guide, and trouble shooting.

1.2 Interface

Univiso UV600 interface:
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HOMI QUT

UsB13.0

UsB2 3.0

asmm .

PWR: Hold for 3 seconds to turn on or off the terminal

USB: 2 USB 3.0 interfaces, extend for USB NIC or USB flash disk

4G/5G: SIM card position

CTRL: Extend for tally control

DC IN: Support 15V/4A DC in, the terminal supports power supply through built-in

battery (4 hours battery life), external adapter, external D-type interface camera battery
B: 3.5mm earphone, support IFB microphone and earphone

B 3.5mm line in/mic in input interface, support external audio input

SDI IN: 3G SDI input, support HD video resource input

SDI OUT: SDI output, for loop out or video return output for HD

HDMI IN: HDMI input, support up to 4Kp30 video source, compatible with HD and SD
HDMI OUT: HDMI loop out for monitor or video return output for HD

LAN: Gigabyte Ethernet port

Note:

1.3*5G card slot is compatible with 5G and 4G network; 3*4G card slots are compatible
with 4G and 3G network.

2.When inputting external audio source mic in, the UV600 hardware version must be 1.1.2

or above, and the software version must be V2.2.1 or above to support it.

2 .Quick Guide

1. Check if all accessories are included: HDMI cable*1,SDI cable*1, power supply
adapter*1, power supply cable*1, satchel*1.

2. Install the SIM card according to chapter 3.

3. Input video source through HDMI or SDI.

4. Hold “PWR” for 3 seconds, and the system will boot up within 30 seconds.

5

. Make sure the video and audio input source is normal, and network is connected.
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6. For the first time, please connect to the server according chapter 4.2.2.
7. The terminal will auto lock signal, dial-up and connect to server.
8. For power supply, user must align the sign on the connector and terminal socket before

insert.

3 .SIM Card Installation
3.1 SIM Card Type

The terminal support Nano SIM card type, see as below:

The Different Types of SIM Cards

Full SIM Mini SIM Micro SIM Nano SIM Embedded SIM
85 mm x 53 mm 25mmx 15 mm 15mmx12mm 12.3mmx 8.8 mm 6 mm x 5 mm

3.2 SIM Installation and Remove

When installing and removing an SIM card, strictly follow the procedures. Otherwise, the
SIM card or the interface of the module may be damaged beyond repair.

1. Make sure the terminal was turn off before operation and without power supply adapter
connected.

2. Place the screen down on the table.

3. Put the needle into the hole beside the card holder and push it, then the card holder
will popup.

4. Put all sim cards in the holder with correct direction, and then push it into terminal
together, the holder edge and terminal should be on the same plane.

5. Holder the “PWR” button for 3 seconds to turn on the terminal.

6. Make sure all cards are read normally, Ul will display the standard and signal quality of

each sim card, see as below:
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4 .Terminal Settings
4.1 Home Page

Press and hold the “PWR” for 3 seconds and the terminal will boot up within 30 seconds,

then user will see below page popup:

Qo
UNIVISO
E=é No video input

" Live\Hi264 Bitvate: Okbps TX rate: 5kbps Delay:2500ms
D 59%59°C T =0 4Gl il ] —

Ol Connection status indicator between server and terminal, green means connecting
with success, red means connecting with failure.

[ Display the remaining battery percentage or charging status, the icon will turn to red
[ When remaining battery level is less than 25%.

E: LAN port status

B wiFi status

P Cellular signal type and strength

FEE: SIM card error or no signal

ERIEGENE: Video input type(HDMI or SDI) and resolution, “----” means no input
EEEEET): Date and time

[EI73: work mode(Live, Rec&Live or File transfer)

: Encode algorithm type, support H264 and H265

A Encode bit rate, range: 0-35Mb/s

EETT: Transfer bit rate

 Delay : 1000ms § Latency of output

Volume bar: Input audio status indicator
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.:System warning information button

.:SD card status icon display, the green icon means the SD card is recognized normally,
and the red icon [n] means the SD card is not recognized

:Wired controller connection status display

:The terminal has enabled data encryption transmission

.:Frame sync function status display, the green icon indicates frame sync success, the
yellow icon indicates frame sync failed

D:Indicates that the terminal does not enable aggregate transmission

B3: IFB status indicator

B: Click to display menu of system

a. System lock, unlocked with password 0000

4.2 Network Setting

User set Ethernet or WiFi setting

4.2.1 Local network setting

click “Bl->Network” to display the setting page, user can set DHCP or static IP for the
terminal in"Local”, click “Submit” to apply, see as below:

Network
Server

SRS Manual DNS

Server IP 183.23.230.178 00
wistory List (N -  Suomit

Local B AN
IPv6 ~ DHCP

IFJe-1lld 192.168.10.157 Gateway
NEdUEHY  255.255.255.0

Network

I " a.\... L

Uive| H266Bitate: Okbps TX rate; Skbps Delay:2000ms
eonerc @ & 4 s a1 il il gl v v

Note:

1.iPv6 setting is not available yet.

2.LAN mode is available now . It can provide a usable single-link wired network to other
devices. When this “Network sharing” feature is enabled,the system will automatically
select from wired, Wi-Fi, or any available a SIM card network, prioritizing a link with the

best network quality.
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4.2.2 Server Access Setting

User should configure the server access IP for the first time connecting, after authorized
by the server, the terminal will be able to work, and once the server IP changed, user need

to re-configure the access IP, click “Submit” to apply, see as below:

Network
Server
NS A RS Manual

Server IP 183.23.230.178
e, T

Local B AN

¥ DHep

IFJe-1lld 192.168.10.157 Gateway
NEdUEHY  255.255.255.0

Network

Live W260Birate: Okbps TX rate;  Skbps Delay:2000ms
ma ? a8 4 il :':‘ li:’ |':| —— .

Server List:Manual(default), sparkcloud modes
DNS:8.8.8.8(default)

Server IP:Intranet IP or public IP (recommended)
Port:5000(default)

History List:List of server IP that the terminal has connected to in history.

:Delete the server IP that has been connected to in the past

4.2.3 WiFi Setting

The page will list all available WiFi hotspots, user can click and input password to
connect.
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Univiso_GU

Univiso GUEST D154 ®

XiaoFuKeJi_

PIEEBER  password 999999999
Files : 3

XiaoFuKeli

Monitor

Stream

U8 H.264 Bitrate: Okbps TX rate: Okbps Delay:3000ms

Eh 92% 50°C [u - 4G = 4G 2023-05-30 DaSYs

Once the Wi-Fi connected success, user can click the hotspot name to display the details
of network, or disconnect from the Wi-Fi.
¢ &
Am " @ Personal AP
WiFi +/ Univiso_GU

Univiso_GUEST_D154

AiaoFukKeli_ IP 192.168.1.110
DIRECT-ca- Mask 255.255.255.0
Gateway 0.0.0.0

DNS 127.0.0.1

XiaoFuKeji

Monitor

Files ChinaNet-F

P8l H.264 Bitrate: Okbps TX rate: Okbps Delay:3000ms
[N 92% 50°C = -0 4G - 4G Wl ———— 2023-05-30 09:56:3

The AP WiFi feature can now be manually enabled, allowing the UV600 to provide a
usable WiFi network for other devices. When this “Network sharing” feature is enabled,the
system will automatically select from wired, Wi-Fi, or any available a SIM card network,

prioritizing a link with the best network quality.lt defaults to 5G WiFi, with 2.4G WiFi also
available as an option, as shown below:

Name Univiso AE0322
@ No Password

Password
Frequency 824G ~5G

Program

Submit
-

Live #1266 Biate:  Dkhps TX rale:  Jkhps Delay-2000ms
BDswES» o 9 0 9 9

i s
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4.2.4 DNAT Setting

The DNAT feature is based on the port mapping service of frps/frpc. The server has
built-in frps, and the terminal has built-in frpc. It works by modifying the destination IP and
port of data packets to achieve public-to-private network mapping and forwarding. The
main use cases for this feature include remote control of PTZ cameras and remote
downloading of partial logs from the terminal/server.

Note:For instructions on remotely downloading partial logs from the terminal/server,

please contact Univiso Technical Support.

DNAT

N —r
Local 1> [ oc> vor: QR

Remote IP 183.23.230.178 remote Port [

-
spiow

Remote Port range{58000-59999)

Submit

Lve 1266 Bitrate: Okbps TX rate;  Skbps Delay:2000ms
DOSTE S T a8 o) 8 i i) il = —

1 UV100test 192.168.10.51:80 [Local]

183 23.230.178:58001 [Remote] s M

, 2 UV100test 192.168 10 51:80 [Local]
10k .
Monitor = 183.23.230.178:58001 [Remote] oR A

v Add
.’

© BEhes%39°C [w] = ool ot tl ——

Name:Refers to the name of the DNAT rule

Protocol:Refers to the network protocol used by the DNAT rule

Local ip:Refers to the local IP of the PTZ camera

Local port:Refers to the local port of the PTZ camera

Remote ip:Refers to the public IP of the server

Remote port:Refers to the external available port of the DNAT rule (the default available
range is 58000-59999, customizable)

Regarding the use case of remote control of PTZ cameras, the following notes apply:
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1. When a fixed LAN environment is available:

When the PTZ camera, the UV terminal, and the PTZ camera's backend web
management interface (PC) are all connected within the same local network, the UV
server can use the DNAT feature to set the UV terminal as a routing relay node. On the
PTZ camera side, simply enter the public IP address from the DNAT rule configured on
the UV server (i.e., the public IP address assigned to the server) along with the external
port number to enable remote control of the PTZ camera.

2. When no fixed LAN environment is available:

In this case, the UV terminal (Only available for UV600, UV600L, and UV820.) can
provide wired/WiFi network connectivity to the PTZ camera and the PTZ camera's
backend web management interface (PC). The WAN port of the UV terminal can be
switched to LAN mode, and the AP WiFi function can be enabled. Once all three devices
form a local network, the UV server can use the DNAT feature to set the UV terminal as a
routing relay node. On the PTZ camera side, simply enter the public IP address from the
DNAT rule configured on the UV server (i.e., the public IP address assigned to the server)
along with the external port number to enable remote control of the PTZ camera.

The screenshot below shows application scenarios for PTZ camera remote control.

1. When a fixed LAN environment is available

(Enable DNAT Feature)
LAN Connection i
S |
‘ @ o
— — —
Internet
PTZ Camera Backend : Enter the Public IP Address
PTZ Camera UV Terminal Web Management Interface Public IP Address

(Routing Relay Node) g(PC) (Assigned to the Server) A et hod

to Remotely Control the
PTZ Camera

2. When no fixed LAN environment is available

Local Network Built by UV Terminal UV Server
(Enable DNAT Feature)
+
(@) T

PTZ Camera |
| ESaE Internet e
A ——

] - (4G/5G)
. i i
UV Terminal

(Routing Relay Node) Public IP Address Enter the Public IP Address

PTZ Camera Backend . f (from DNAT) + External Port
Web Management WAN Port Switch to LAN Mode (Assigned to the Server) to Remotely Control the

Interface (PC) + AP WiFi Function Enabled PTZ Camera

Note:DNAT rules can also be added and edited in the DNAT option of the WinApp.

4.2.5 Network Monitor

click “‘E->Monitor” when the screen is unlocked, the popup page will display the network
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status for all sim cards, which includes network type, operator name, signal strength,
transmission speed, if the color turn red means the connection is not available, please

double check SIM card or Ethernet installation, see as below:

SIM 1

o Operator: MOBILE

BitRate: 0l e
i = 0 IMEl: 864284040553203

8 Network® 5G Priority(] 4G (] 3G

A Monitor

WiFi o

Monitor
Program

VReturn
ll||

Stream BitRate:

v

Vel H.264 Bitrate;: Okbps TX rate: 5kbps Delay:1368ms
D [D99%42°C 7T - 4G o ol ol ol ING e e WS- 03-06. NS

4.3 Work Mode
4.3.1 Live

Auto Start

Click “E->Mode->Live” when the screen is unlocked, User can select different live mode,
when user select “AutoStart”, the terminal will start to live automatically after boot up every
time. it will change to manual mode after manually intervention, unless apply again. If it's

not enabled, user have to manually start or stop live.

Mode
e}

Video

Audio

Transfer

v AutoStart v AutoRecord v| Aggregation Transfer

Network

Record H.264 Bitrate: 4.50mbps/TX rate:d:1kbpsiDelay:3000ms | : P
® [EN32%50°C (@ = ol ol oo -wotl sl il HDMI'1080P60 2024-08-01 (6:30:15

Submit
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Auto Record

When user select “AutoRecord”, terminal will record file during live, the recorded file can
be uploaded to server manually when the terminal is free(No video source), once user
start live, the uploading will be interrupted and continue next time, user can download,

preview, play or output the recorded file from server.
Note: If user doesn’t select auto record, the terminal will not record file in file transfer list.

Aggregation Transfer
When user enable “Aggregation Transfer”, terminal will transfer video data with bonding
connections. If it's not enabled, it can’t transfer with most use of all bonding network

connections.

Camera trigger live
Click "&--> System --- Trigger" to enable the Camera trigger global setting
Note:

1. User can choose if they need bonding transmit or not by enable or disable the

“Aggregation Transfer”.

2. This version is only supported by UV100/UV100PRO/UVE600 models, and only

supports SDI interface Camera trigger start and stop operations.
Live with wire controller

The currently produced UV600 does not support the live remote control, and needs to wait

for the subsequent new production batches to support it.

4.3.2 Record

Click “E->Mode->Record” when the screen is unlocked, user need manually start
recording in this mode, and support resume upload from break, user also and adjust the
progress bar from server side to control play progress to guarantee a smooth
broadcasting, user also can adjust buffer time for streaming.

In order to meet the actual needs of the reporters and cameramen in the frontline, when
starting to record the program anytime, anywhere, the high-quality recording and
broadcasting files can be sent back to the TV station's program production center in real
time through the 4G/5G backpack for post-production program production. Realize
multi-level recording start and stop linkage operation. That is, in the recording mode, the
user can enable the camera trigger setting item on the Univiso WinApp, the terminal, and
the camera. When the camera trigger and record is turned on, the 4G/5G backpack will
automatically start recording and broadcasting, and the recording and broadcasting files

will be sent back in real time. Users can also flexibly record and play close operations at
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any end. Camera trigger settings shown as below:

m Mode

|
IE Mode
£

Video
Audio

Transfer
@ Stream suffer (SR

Network
Submit

Live | H.264 Bitrate: Okbps TX rate: 4kbps Delay:2500ms
:;J D"%“’C f-’.\ - 4G |'3| |'El u!!' |!';' e —

Stream:Record streaming option
Buffer:Buffer time setting

Note: This feature is only available on UV100/UV100Pro/UV600 with SDI interface to start

or stop the operation.

4.3.3 File Transfer

To facilitate the large file transfer from field staff to studio via network, the system provides
USB flash disk file transfer, which can support upload USB file to server and download,

meanwhile support MP4/TS play and SDI output from server.

Click “E->Mode->File” when the screen is unlocked, insert USB to the terminal, and
choose the file need to be transferred and submit, the system will copy the file to terminal

and then upload to server, see as below:

~
Mode
Video

1o Record

Transfer

Network
Submit
v

BV H.264 Bitrate: Okbps TX rate: Okbps Delay:3000ms
[ 85% 51°C (=) = 5G - - 4G - - 2023-05-30 {0:21:28
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Note: If user remove the USB when copy the file from USB to terminal, the transfer will be
canceled, and the uploading will be pause if user switch work mode to live or record mode,

then resume from the break point when user switch to file transfer mode next time.

4.4 Encode-Video

Click “El->Video” when the screen is unlocked, user can adjust framerate and encoding

algorithm, bitrate, see as below:

¢ ®

m Video
Bitrate Mode (ERNNR Resolution EREEIUSTEN

(a1 [Tl H.264 Framerate PiRjeS

Audio Rotation (Clockwise) Rotation does not support 4K

Transfer
Bitrate ([ n— kbps

800k 50m
Network

e submit

LLive 1208 Bitrate:  Okbps TX rate:  4kbps Delay:2500ms
P De9%e9°c T - 4Gt wll ot ] e e

Bitrate Mode: Support VBR and CBR

Resolution: Support progressive standard input transcode

Codec: Support H.264 and H.265

Framerate: Support half frame or full frame for server output or streaming
Rotation: Rotate the input source to match up portrait screen mode

Bitrate: Terminal encode bitrate, value range: 800k-50Mbps

4.5 Encode-Audio

Click “E->Audio” when the screen is unlocked, user can adjust bitrate, sample rate, audio

mode and channels, see as below:
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¢ =

AAC-LC 64k 48000

Audio Mode (YIS Fix Frame
cronnel CRGTRINN~  Lossiess Soure (NN

Chl4l Ch2-12 Ch3-3 Ch4-14

Ch545 Ch6-16 Ch7-17 Ch8-I8

Ext Source

Volume o) 80 E3

Submit

Lwe #2664 Birate: Okbps TX rate; Skbps Delay:2000ms
Dasec e & 4 o o ol gl il e e

Bitrate: Audio encoding bit rate, different audio encoding mode algorithms support
different bit rate: AAC-LC: 64K/128K/192K/256K/320K, AAC-HE: 64K/128K.

Audio Mode: Support audio encoding algorithm AAC-LC/AAC-HE

Lossless Source: Enable or disable lossless audio recording.

Sample rate: Support 44100hz/48000hz sample rate.

Channel: Support up to 8 audio channels setting. Different channels can be flexibly
mapped to each lines according to specific needs.

Ext Source Volume: Adjust external audio volume.

4.6 Latency

Click “E->Transfer” when the screen is unlocked, user can adjust latency of the transfer
according to network status, see as below:

A Transfer

Mode Latency

e ms

ideo 0Oms 30000ms

Audio B AES Encrypt

Transfer

Network Submit

v

Live | H.264 Bitrate: Okbps TX rate: Okbps Delay:3000ms
[Eh 72% 52°C = 56 3G =~ [ 2023-05-30 :20M2

Latency: Output latency setting, value range: 0-30000ms

AES Encrypt: Enable or disable AES encryption transmission setting operation on the
terminal.
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4.7 SDI Out

The SDI Out option only appears after the UV600 is connected to the server. You can
select the specific SDI output port by manually choosing the server's SDI interface. There
are 5 states in total, explained as follows:

= )| r_\utpu'[ siormmal Mo Signal © Failwre @ Cccupy

Shenzhen-TestServer

:
SO4-1
UVBO0-SZ b

i

Lo 264 Brabe.  Dkbps TH rate:  dkbps Delay:2000ms
Cr . aw=c -

eGreen(Normal) indicates that SDI channel is currently outputting and working normally.

eBlue(No signal) indicates that SDI channel has been associated with a transmitter but

there is no signal output,terminal did not receive or detect any signal input.

eRed(Fail) indicates that SDI channel has been associated with a terminal but the output

is abnormal.

eYellow(Occupied)indicates that another terminal has already occupied this server SDI

channel, so the current terminal cannot select it.

eGray(Avail) indicates that there is no transmitter associated with the SDI channel at the

moment.

---Except for yellow, the colors of the other four SDI out match the colors displayed on the

WinApp SDI out panel.

4.8 Video Return

Univiso Video Return support the terminal receive the return stream from others terminal
or 3rd party, then output through internet in local area network ,to be distinguished from
others decoder, Univiso video return use the multi-link aggregation downlink technology,

which can guarantee the transfer quality.

click ‘E->VReturn” when the screen is unlocked, the screen will display the play URL of
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video return, user can user computer or decoder to play in the local area network, which

can support 8 channels streams in the max.

LIVE Signal lost
i e R ~0sD | Submit | Stop
WiFi
Monitor
Files
VReturn

Stream

Live  H.264 Bitrate: Okbps TX rate: Okbps Delay:3000ms
1 70% 52°C = 56

2023-05-30 1:29:30

LCD: Video return preview in the small window in the upper left corner of the LCD.
HDMI: Output to a large screen or other terminal types via the HDMI OUT interface.
OSD: Enable or disable to display logo name in the upper left of the return video source.
Submit: Submit the operation of video return.

Stop: Stop the operation of video return.

Note: The UV600 terminal supports high-definition video return output via two different
interfaces, HDMI/SDI, and the resolution and format of the decoded return video stream

are only related to the input source format of the decoding terminal.

4.9 Streaming
4.9.1 Live Mode Aggregated Streaming Setting

click “El->Stream” when the screen is unlocked, user can select pull or push streaming,
the parameters are synchronized with server side, and user can monitor the streaming
status from the color of the URL, green means success, gray means failure, push stream

url can also be edited or deleted, see as below:
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Aggregated Streaming

¥~ HLS ¥~ SRT

WiFi |+ Pull Stream & RTMP

1 No N;
Monitor it L

Operation

sritest srt://192.166.1.97:100887streamid=123456

Program

VReturn

Stream 1
EeY H.264 Bitrate: 1.11mbps TX rate:  1kbps Delay:3000ms
® [Eh40% 49°C = o o ot o ol .l HDMI 1080P60

submit |

"1“
A Aggregarpd Streaminn

—J Push URL 1

WiFi Pull Stre

= + Name it
§ No
Monitor

Program

¥ Enable

2
W:1W srt://192.168.1.97:100887streamid=123456
VReturn 3

4
Stream

|

U@ H.264 Bitrate: B08kbps TX rate: 1lkbps Delay:3000ms
| HDMI 1080P60

. Submit

® EN40%49°C [ = o o

Name: A name to define the streaming.
Enable: To start or stop push streaming.
Protocol: Support rtmp, rtmps, udp, srt, rtsp.
URL: The streaming destination to be pushed.

4.9.2 Local Push

2024-08-01 IS:SESM

To facilitate tough network scenario that aggregation not able to be used or server failed to

push streaming, system support push streaming to destination platform directly with one

local connection on terminal, without transmitting to Univiso server, see below picture:

~ Local Push Stream

Local Push No

1
Headset

2

System I

Info 4

o

Bl H.264 Bitrate: 915kbps TX rate:

@ [ 42% 50°C

Net

WiF

] -

Name

srttest

URL

://192.168.1.98:10088?streamid=123
6

Submit |
1kbps Delay:3000ms
d .l HDMI 1080P60

2024-08-01 ISY152
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Local Push Stream
Push URL 1 ®

Net
Narne T '~tcr=ce (D
Protocol & Enable

(U]:{8 srt://192.168.1.98:100887?streamid=123456

Headset

(8] H.264 Bitrate: 1.25mbps TX rate:  1kbps Delay:3000ms )
EN42%49°C [ = o ol od o ¢l .l HDMI1080P60 2024-08-01 15N .

Name: A name to describe the streaming.
Interface: Select a connection for transmitting data.
Protocol: Support rtmp, rtmps, srt, rtsp.

URL: The streaming destination to be pushed.

Note: System support work with aggregation live broadcast simultaneously.

4.9.3 Record Mode Streaming Setting

To prevent picture frozen or Mosaic during live broadcast which is caused by packet loss
in transmission under bad network environment, the system provide the buffer time for
streaming in record mode, user need select streaming and input buffer time according to

network status, the streaming will be pushed with latency, see as below:

Video Q

Audio

Transfer
@ Stream suffer (IR

Network

W

Live' H.264 Bitrate: Okbps TX rate: 4kbps Delay:2500ms
® [£349%49°C 4Gl il ol ol ol e

Submit

Buffer: Set the buffer time for push streaming, range: 0-120 minutes
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A

WiFi

Monitor

Program

VReturn

Record Push

Recerd H.264 Bitrate: 3.82mbps TX rate:10.59mbps Delay:3000ms

Record Push Stream

No
1
2
3

4

® [E1134%50°C (@l

—

Name

fb test

youtube test

URL

rtmps://live-api-s.facebook.com:443/rtm

p/FB-2213961302287685-0-AbzAt52Pcl...

rtmp:/fa.rtmp.youtube,comllivezlyZhrfx

1gs-64pz-5wjh-4szb

i Submrit_“

1 od .d o .l HDMI 1080P60

Operation
Z
(%

2024-08-01 (5:20:21

Note: Each terminal can support up to 4 channels live broadcast simultaneously

4.10 File Transfer

4.10.1 Recorded Files in Storage Transfer

Click “E->Program”, the system will display all the file recorded in live and record mode.

Which include file name, mode, size, transfer progress status, user can manually choose

file to upload or delete, and adjust the priority of transfer, see as below:

WiFi
Monitor
Program
VReturn

Record Push

v

Program

Delete Transfer

BNo

B
B:
[ E
B
[ B

12

R

Top

Name

20240712160645
20240801160838
20240801161041
20240801161046

20240801161129

Time

2024-07-12
16:06:44
2024-08-01
16:08:42

2024-08-01
16:10:41

2024-08-01
16:10:48

2024-08-01
16:11:30

Record H.264 Bitrate: 2.93mbps TX rate:16.16mbps Delay:3000ms

[ 36% 50°C

1 ot ol ol ol

HDMI 1080P60

Top:Specify a file to display at the top position

Num:Indicates the number of files stored

Delete:delete file button

Transfer:Transfer files to the server button

:Start file transfer confirmation button

:Delete current file button
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Num: 5
1/1

Status

2,53 GB
smem 92% 15.5m

11.21 MB
0% (B
1.25 MB

11.74 MB

32.30 MB

Operation
®

(GNO)

@ B W

® 3w

@® @

2024-08-01 (B:303
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4.10.2 USB File Transfer

click “E->Mode->File” when the screen is unlocked to enable USB file transfer mode,
click “USB Disk” in file transfer menu to popup the USB file list, then user can pitch up the
file to transfer to server, the progress bar will display the percentage of uploading, user

can cancel or pause the progress during transferring.

use oisk (CEER

01/01 BAl

l English teaching material l LOST.DIR

_ [4K123] SES Astra @R h
l System Volume Information v Ultra HD Demo 4K HEVC

Copying [4K123] SES Astra 7 F Ultra HD Demo 4K
HEVC 10bit.ts (15%)

H.264 Bitrate: Okbps TX rate: Okbps Delay:3000ms [
) [Eh64% 55°C 1 F 5G - - @ 4G Ml —— 2023-0S-30 15328

Note: The USB file transfer include 2 steps. First it will copy the file from USB to internal
storage, then transfer from internal storage to server, so user must make sure the space is

enough to save the file, and user cannot remove the USB in first step.

4.11 Headset
4.11.1 Talk

Click “E->Headset->TaIk” when the screen is unlocked, adjust the “Play Volume”, “Mic

Volume” and “Submit”.

LIVE Signal lost ‘ -

'l ‘ Headset
Headset Play volume <) [N

Mic Volume < IE >

e Submit

{i8) H.264 Bitrate: Okbps TX rate: Okbps Delay:2500ms
Eh28%40°C 2 -0 4G o ol Wl Wl ——o
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4.11.2 Monitor

Click “E->Headset->Monitor” when the screen is unlocked, fill in the play volume and

click “Submit” for embedded audio monitor.

GVE)  signal lost ¢ =

m Headset
€ Play Volume <) m %

Submit

Live H.264 Bitrate: Okbps TX rate: Okbps Delay:2500ms
ﬂmm ? - 4G 1| .ill H!I al!l llﬂ — —

4.11.3 Video Return

Click “B->Headset->Video Return” when the screen is unlocked, Audio monitoring of the
return video source, and 1 channel audio can also be output through the 3.5mm interface
(the play volume can be adjusted)

LIVE Signal lost

- [r—
' Play Volume 4 “ %

PR~  Submit

\Live | H.264 Bitrate: Okbps TX rate: Okbps Delay:2500ms
E328% 40°C F -0 G0 o il W Wl ——
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412 System

Click “E->System” when the screen is unlocked, user can make factory setting, set
screen brightness and change the language, see as below:

System
WO O
Record Policy & cyclic SD Card: 118.268/119.168

e vEnglish @®iE @R
Restore Factory Setting

Trigger
Ext Audio Input

~ Retain IP
B Enable

@LineIn ¥ Mic

Lhe 258 Simte: Okbps TX rate:  4kbps Delay:2000ms
Do & 4

EL T [ Jrep—

SDI out:lt refers to the status of the SDI Out port. The button is green by default
(disabled). To enable it, click the button and it will turn gray (enabled).

HDMI Output: Convert loop out video format, support 1080P25, 1080i50, 1080P50.
Cyclic: If enabled, system automatically delete the earliest recorded video when SD card
storage usage reached 90%. if disabled, system will stop recording when the SD card

usage reached 98%.

Trigger:Indicates whether the terminal enable or disable the Trigger mode in the global

mode.

Language: Support language of Simplified Chinese, Traditional Chinese, English.
Retain IP: Select Retain IP to keep network when user make factory setting.

External Audio Input:User external audio source collection options: Enable Line in when

inserting linear analog audio, and enable Mic when inserting a wireless microphone.

4.13 Info

click “ Bl ->Info” when the screen is unlocked, the page will display the device
name(editable), model(OEM custom models are available upon request), serial number,
hardware version and software version, upgrade tips will also be displayed when new

version is launched from server.
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C

UV600-5Z

uv600
SN: 6002408050AE0322
Hardware Version: 119
Software Version: 2.2.5.3048

- Submit

Live| H264 Bitrate: Okbps TX rate: Skbps Delay:2000ms
Siammerc Q 7 o ol il il il il ——

Note: It is not able to upgrade when the power is less than 20%.

5.Trouble Shooting

1. Terminal failed to connect server
1) Network problem
a) Check if all sim cards are read from the network monitor menu

b) Check if WiFi status is normal if user connected

c) Check if IP is correct when user use Ethernet port

d) Adjust the position to check if the signal quality and strength is better

e) Check if the server IP and port is correct, if the server is behind the firewall,

please mapping the related port of server
2) Authorization problem: to avoid illegal terminal connect to server, user should
authorize from Win App for the first time establish connection, the terminal can only
connect to server after authorized
3) Software version match: if all settings are correct, please make sure the server

version and terminal version is same for matching

2. No video in server output or preview window
1) Check if the encode bit rate is normal, work mode should be in live or record mode
2) Check if the video input to terminal is normal, user can reconnect or reboot terminal
to check again

3) Contact with technical support from dealer
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